RACING MTB WHEELS
MAGIC: 4-5 | VIKING: 6 | MTB 29": 7NEW
TUBULAR DISC: 8 | MTB DISC 7325 PRO: 9

| FasTDISC: 10-11

MTB TREKKING WHEELS

GRAND HAMMER: 12 | BETTER: 13 | DRAGON LINE
L719, DRAGON: 14 | GALACTIC: 15 | GRAND ROCK: 16
| ELEGANT: 17

DH CROSS - EXTREME WHEELS
HURRY: 18-19 NEW | BRAVE DISC: 20
EXTREME JUMBO: 21

BMX + FREESTVLE WHEELS
BMX: 22 | FREESTYLE: 23

ELECTRICDORIVE WHEELS
EL POWER 250W, 500W: 24

ROAD WHEELS

RAPID: 25 | ALCYON: 26-27 | RTX 28" 28

SINGLE SPEED: 29 | SAW 38:30 [ SAW 50: 31
T ———————

WHEELS ARE THE MOST STRESSED PARTS.

- Directly determinates the properties of whole bicycle and infuences cyclist s efficiency.

- The most difficult is the transmission of tractive power from the hub to the rim.

- This ability is influenced the most by durability of spokes, surface of heads and nipples.

- Differences in the transmission of tensile power are extensive, in the interval 3-8%.

- /s possible to achieve the best results with Aluminium spokes because their strenght is about 4000 N and have large seating area.
- Stainless steel spokes have higher weight, their strenght is only 3000/ and critical point is bending of the head.

- Reduced stainless steel spokes have lower weight but also expressively lower strenght, small transmission surface and greatly elasticity.

- Balance of all properties, as is mainly the weight of rim, strenght of spokes and settling in hubs are deciding factors for top wheells.

ORDER R 202 ABBREVIATIONS

t red nipples
SPEC/F/CA TION b/.ack ookt spases SCR  safety construction of rim
disc 6 holes
black anodized hub GBS turned braking surface
black anodized rim SEE single eyelet
1 2 3 4 DEE  double eyelet
RIM  silveranodized black anodized ~ white paint  bronze anodized DB | discorake design
HUB silver anodized  black anodized polish red anodized & il e
RA red electrolytic anodized
TYPEBRAKE ~ disc6 holes center-lock rim brake -
SA silver anodized
SPOKES silver anodized black anodized ~ white paint ~  red anodized Wer \whiepainted

NIPPLES silver anodized  black anodized - red anodized N natural surface

—




Quick releases REMERX
Weight of front: 55 g
Weight of rear: 60 g
Weight of pair: 715 g.
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Dynamic wheels with high efficiency and low
peripheral weights. Rim has original shape

and the ridge is strenghtened by vertical

girder. Wheels excels in high rigidity

butalso in attractive design. Wheels

will satisty mainly cyclist that
wants to win because streight
Aluminium spokes have higher
transmission of tensile power.

Hub with industrial bearings
for direct installation
of Aluminium spokes.

MTB Disc 26" or 29"

Aluminium spokes RX 4500 | Aluminium nipples with large seating area | Aluminium hubs
for direct installation of Aluminium spokes [ rims MAGIC AL 6082, Dimension: MTB 26" or 29"
Front 24 spokes, weight: 26" - 738 g | Rear 24, weight: 26" - 8§42 g |

Weight of pair: 26" - 1580 g, 29" - 1682 g.
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, We;'gllt of pair: JI 15 g.
)

MTB Disc 26" or 29"

Spokes SAPIM Aero CX RAY 424 BLACK | Hubs REMERX DISC 6 holes

Rims MAGIC Al 6082, Dimension: MIB 26" or 29"

Front 28 spokes, weight: 26" - 695 g | Rear 24 streight spokes, weight: 26" - 833 g |
Weight of pair: 26" - 1528 g, 29" - 1638 g.






















